
Fx-ES10LC-1x85  1 x 8,5 dBm 9 003
Fx-ES10LC-2x70  2 x 7,0 dBm 9 098

Fx-ES10XL-070a  2x7,0dBm, 1Ghz 10 609
Fx-ES10XL-085a  2x8,5dBm, 1Ghz 11 135
Fx-ES10XL-100a  2x10dBm, 1Ghz 12 789
Fx-ES10XL-120a  2x12dBm, 1Ghz 13 584

Fx-ES10LC , DFB , 1550nm, , SBS Threshold
16,5dBm,  78...96 dBµV,  80 dBµV,  

,  47..862Mhz, RS485,  -20 ,
 19"/1HU,  85…265VAC, 

56

Fx-ES10XL , DFB , 1550nm (1548…1560 or ITU grid ch 23…37),
, SBS Threshold 13....19dBm,  78...96 dBµV,

 80 dBµV,  , , OMI; 
47..1000Mhz, WEB/SNMP interface,  -20 ,  19"/1HU,

 85…265VAC  -48VDC(
 220VAC/48VDC),  56  (63 ) 

Fx-ES26XL , DFB , 1550nm (1548…1560), , SBS

 BKTel
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Fx-ES26XL-085a  2x8,5dBm, 2,6Ghz 13 900
Fx-ES26XL-100a  2x10,0dBm, 2,6Ghz 14 321

DS26   1x7,0dBm, 2,6Ghz 5 897

FxAOT08200  8x20,0 dBm 12 015
FxAOT16200  16x20,0 dBm 13 521

Fx-ES26XL , DFB , 1550nm (1548…1560), , SBS
Threshold  13…19dBm,  78...96 dBµV,  80
dBµV,  ,  47..862Mhz + 950..2605 Mhz (CATV
+ SAT-IF) - , WEB/SNMP interface,  -20 , 
19"/1HU,  85…265VAC  -48VDC(

 220VAC/48VDC),  56  (63 )

DS26 , DFB , 1550nm (1548…1560), , SBS
Threshold 18,0dBm,  78...96 dBµV,  80 dBµV,  

,  47..862Mhz + 950..2605 Mhz (CATV + SAT-IF) - 
, WEB/SNMP interface,  -20 ,  19"/1HU, 

 85…265VAC  -48VDC(
220VAC/48VDC),  52  (68 ) 

FxAOT  1550nm, , 2,6Ghz,  
, , OMI ,  47..862Mhz +

950..2605 Mhz (CATV + SAT-IF) - , LC/APC, WEB/SNMP interface, 1HU, 
 85…265VAC  -48VDC



1130-19  1x13dBm 2 969
1170-19  1x17dBm ( ) 3 138

BOA2170-19  2x17dBm ( ) 3 475

Fx-OV1165a 1x16,5dBm 3 370
Fx-OV1200a 1x20,0dBm 4 739
Fx-OV1230a 1x23,0dBm (LASER Class 3B) 5 602
Fx-OV2165a 2x16,5dBm 4 949
Fx-OV2200a 2x20,0dBm 7 792
Fx-OV4170a 4x17,0dBm 7 919
Fx-OV4200a 4x20,0dBm 8 003
Fx-OV8165a 8x16,5dBm 8 134
Fx-OV8200a 8x20,0dBm 8 234
Fx-OV16165a 16x16,5dBm 9 667
Fx-OV16200a 16x20,0dBm 9 898
Fx-OV18210a 18x21,0dBm 10 741
Fx-OV32165a 32x16,5dBm 10 425
Fx-OV32185a 32x18,5dBm 11 667
Fx-OV08165a-IP 8x165dBm, 8xWDM-PON couplers (1310nm/1490nm/1550nm) 10 130
Fx-OV08200a-IP 8x20dBm, 8xWDM-PON couplers (1310nm/1490nm/1550nm) 10 446

 (EDFA) - 19"/30cm, 1HU,   -5…+10dBm,  >40dB,
 NF <5dB, CSO (CENELEC 42) -80dBc,  CTB (CENELEC 42) -90dBc, 

, RS485, SC/APC, 1 x 
 85…265VA,  12-24

 FxOV  (EDFA) - 19"/45cm, 1HU,   -6…+6dBm,  >40dB,
 NF <5dB, ,  WDM

, , WEB/SNMP interface, 1 x 
 85…265VA,  30-60

Fx-OV08200a-IP 8x20dBm, 8xWDM-PON couplers (1310nm/1490nm/1550nm) 10 446
Fx-OV16190a-IP 16x19dBm, 16xWDM-PON couplers (1310nm/1490nm/1550nm) 12 583
Fx-OV 18200a-IP 18x20,5dBm, 18xWDM-PON couplers (1310nm/1490nm/1550nm) 13 605
Fx-OV32155a-IP 32x15,5dBm, 32xWDM-PON couplers (1310nm/1490nm/1550nm) 13 657
Fx-OV32175a-IP 32x17,5dBm, 32xWDM-PON couplers (1310nm/1490nm/1550nm) 14 900

SV-19"  85…265VAC  -48VDC 369

BOS212-19"  1 2, SC/APC, RS485, 1-HU 19", 1x230VAC 1 727
BOSD212-19"  1 2, RF detector, SC/APC, RS485, 1-HU 19", 1x230VAC 1 990

Fx-OS212-19"  1 2, SC/APC, RS485WEB/SNMP interface, 1-HU 19",
1x230VAC

3 232

Fx-OSD212-19"  1 2, SC/APC, RF detector, RS485, WEB/SNMP interface, 1-
HU 19", 1x230VAC

3 495

NEC-E- 19" 10/100 Ethernet interface, Web-Browser, SNMP, 1HU 19" 1 x 
230V

1 032

 DS26, ES10, ES26, Fx-OV (  LC, BOA):

BOS, Fx-OS  1 2,  -8…+12dBm, 
>45dB,  80dB, 

, 

NEC-E  BKTel 


